








Seaflow Hoses

419

1- Seaflow Superflex Exhaust Hose

2 - General Purpose Hose

3 - Clear Reinforced Intake

Seaflow marine exhaust rubber hose is
extremely flexible. The special
construction means that

sizes up to 90mm 1D

have a bend radius

of one times the ID!

This hose is approved

to R..N.A. and Lloyds

register. Construction:

Black, abrasion resistant
corrugated cover is resistant

to oils and marine agents i ) J
and is self extinguishing < 5 Year
—— Warranty —

CB/NER rubber. The reinforcement __
is by double wire helix and textile plies" /' J\i
Inside is smooth NBR rubber. ;;EA..’LQ-

Multi-purpose flexible hose for fluid transfer.
Spiral reinforced. Not suitable for fuels.

Colour - black. (Limited stock of green - subject
to availability.)

Clear water transfer hose with wire reinforcing,
ideal for engine intakes for instant visual
inspection of coolant water flow.

SeAFLOY
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4 - Seaflow 1SO Fuel Hose

5 - Seaflow Superflex ISO Fuel Hose

6 - Waste Water Hose

Seaflow ISO7840 fuel hose is suitable for use
with diesel, biodiesel and unleaded petrol.
Manufactures according to EN 1SO7840-A1-1994
and SAE 11527 and approved CE 0474 R.I.N.A..
Construction: Smooth, black, self-extinguishing
outer. Reinforcement is textile fibre yarn on
sizes 6Bmm to 19mm. NBR rubber smooth inner
for petroleum products up to 50% aromatic
content, biodiesel and unleaded fuel up to 15%
oxygenated compound. Temperature range
+25°C to +120°C.

J
“ SYear -
== Warranty —

NN

Extremely flexible hose

suitable for use with diesel,

biodiesel and unleaded

petrol. Manufactured .

according to ~ SYear _-

EN ISO7840-A1-1994 — \Warranty

and CE 0474 R.ILN.A.. //f\l

Can also be used for engine

water intake hose. Corrugated, black,
self-extinguishing outer, steel wire and textile
ply reinforcing. NBR rubber smooth inner for
petroleum products up to 50% aromatic
content, biodiesel and unleaded fuel up to 15%
oxygenated compound. Temperature range

+25°C to +120°C.
scAr.ly

Low smell white hose for waste/grey water
transfer. Construction helps reduce odour
emission.

SEAFLD

7 - Butyl Sanitation Hose

8 - Plumbing Hose

8 - Food Quality Plumbing Hose

i Extremely flexible hose designed to lead the
market as sewage pipe for marine toilets. It
meets standard D.M. 21/03/73 EEC directive
90/128 and update FDA. Consequently, this
product has a butyl inner, giving a permeability
lever lower than 1%. This is 15 times lower than
standard waste water hose and 10 times better
than SBR or NBR hoses. Construction: White
abrasion resistant outer - vanilla scented.
Reinforcement is by double steel wire helix and
high tensile spiralled yarn. Inner is smooth
butyl.

. 5Year // \ ' //"-
= Warranty — L
AN SeArLOY

Ideal for plumbing installations for hot and cold ]

marine domestic water systems under low
pressure. Outer colours help identify pipe
content.

ScArlOly |

Seaflow food quality hose is suitable for deliv-
ery of drinking water. Recommended for use
with our range of HOTPOT domestic water
systems. Sold per metre in red or blue.
Non-toxic coating. Hose ID 13mm (1/2").

See Section 2, page 2-6.
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9 - Bilge Pump Hose

10 - Coolant / Heater Hose

11 - Moulded Hoses

Super lightweight, reinforced and flexible. Ideal
for installation with submersible bilge pumps.

SEAFLOY

Seaflow coolant water hoses (2064++ series)
are suitable for temperature ranges from +40°C
to +120°C. Working pressure is 10bar with a
30bar burst pressure. Construction is from
black EPDM rubber with textile fibre plies,
Available off the coil, minimum one metre.

——
T 10 BAR 150 PSI

T - HOT WATED

SscAaru_ Ly

A range of hoses in various shapes and sizes.
Made of reinforced silicon. Also available in red
or black for quantity orders.

SEAFLOY

All hoses are sold per metre, min supply Tmtr. Extra discount on full coils.
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20 Years of

Don’t forget your clips and clamps!




Seaflow Hoses

Seaflow Hose

/—T\rpe 1 2 3 4 5 6 7 )

IDmm IDinch  Superflex Heliflex Reinforced 1S07840 1507840 Waste Water Butyl Sanitation
Exhaust Hose  Hose Intake Hose Al Hose A1l Hose Hose Hose

Colour of Outer  Black Green* Black Clear Black Black Superflex White White
6.5 12" - - - - 305906 - - -
8 5/16" - - - - 305908 - - -
10 3/8” - - - - 305910 - - -
13 /2" - - 412413 412613 305913 - - -
16 5/8" - - - 412616 305916 - 507016 507816
19 3/4" 412519 (20) - 412419 412619 305919 - 507019 507819
25 1 4 412525 (25) 412225 412425 412625 - 305825 (40) 507025 507825
30 1-3/16" 412530 (30) - - - - - - -
32 1-1/4" 412532 (32) 412232 412432 412632 - 305832 (50) 507032 -
35 1-3/8" 412535 (35) c : : - 5 : .
38 1-1/2" 412538 (38) - 412438 412638 - 305838 (60) 507038 507838
40 1-9/16" 412540 (40) - - - - - - -
45 1-3/4” 412545 (45) - - 412645 - - 507045 -
51 oy 412551 (51) 412251 412451 412651 - 305851 (75) - 507851
55 2-1/6" 412555 (55) Z E % z Z : 5
57 2-1/4" 412557 (57) - - - - - - -
60 2-3/8” 412560 (60) - E Z z : = 7
63 2-1/2" 412563 (63.5) 412263 - - - - - -
76 3" 412576 (76) z E Z z : = z
89 3-1/2" 412589 (90) - - - - - - -
102 4 412591 (152) - E Z z : = 7

110 4-3/8" 412592 (220) - - - - . . .
114 441/2" 412594 (230) - = B = = 5 =

127 5" 412593 (255) - - - - - - -
152 6" 412595 (305) - = z = . ‘ 5
203 8" 412597 (815) - - - - - - -
TR 412598 (1270) - E Z z ‘ ‘ 7
303 12" 412599 (1830) - - - - - - -
Numbers in brackets after the part ber is the i bending radius in millimetres for Seaflow Exhaust Hose (inner measurement). * Green only available while stocks last. )
Seaflow Hose
Type 8 9 10 n
IDmm IDinch Plumbing Hoses Reinforced Bilge Pump Heater
Food Quality Standard Hose Hoses Moulded &
Colour of Outer Blue  Red Blue Red Black Clear Black Black  Premium Silicone Hoses
6.5 /4" - - - - - - - - -
8 5/16" - - - - - - - 206058 - Please refer to Section 2, page 2-6 for
95 3/8” - - 510009 510109 510209 510309 - 206000 206410 our full selection of moulded and one
13 /2" 512013 512113 510013 51013 510213 510313 - 206001 206413 metre hoses.
16 5/8" - - - - - 510316 - 206002 206416
19 3/4" 2 3 510019 510119 510219 510319 504519 206003 206419 Available from stock in blue. Red or
25 " i - - - - - 510325 504525 - 206425 black also available for quantity orders.
28 1-1/8" - - - - - - - - 206428
32 1-1/4" - - - - - To order 504532 - 206432
35 1-3/8" - - - - - - - - 206435
38 1-1/2" - - - - - To order 504538 - 206438
40 1-5/8" - z = x : : E Z z
45 134 - . = . : : - - 206445
51 2 2 = z : : 2 = - 206450
IMPORTANT NOTES:
Note that all hoses listed above may not be available from stock. We only carry stocks of the most popular sizes. Non stock sizes are available to order, but may be subject toa
minimum order. Please check with our Sales department.
Most hoses are sold per metre. Minimum order of a stock line is one metre. After that, we may cut to half metres. Extra discount is available for full coil quantities.
\_For any amounts smaller that one metre, we may have off cuts of the hose you require - at discounted prices. Ask our Sales team. F

Can’t see the hose you require? Check on 0845 1300 870 for items available to Special Order.
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Exhaust Outlets & Flaps

io
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Stainless Steel Outlets

Vetus Stainless Steel Connectors

Hose ID
mm
40
45
51
57
63
76
89
102

Trumpet Outlet

Straight

Hose ID
inches
1-5/8"
1-3/4”
2”
2-1/4"
2-1/2"
3'.!
3-1/2"
4”

P

Angled Outlet
Straight

Trumpet Outlets

Straight
411600
41160
411602
411603
411605
411606
411607
411608

411620
411621

41622
411623
411625
411626

45 Degree 45 Degree
Angled Outlets
45 Degree Straight 45 Degree

411650 411670
411651 41167
411652 411672
411653 411673
411655 411675
411656 411676
4a1nes7 -

411658 411678

411628

Trumpet Outlet Angled Outlet

today - visit www.asap-supplies.com.

Made from Strainless AlSI316, the exhaust hose
can be fitted directly to this transom connector.
'S\ versions have an integrated non-return flap.

Part Exhaust Flange
Number Hose Size OD
V-TRC40SV  40mm 74mm
V-TRC455V  45mm 79mm
V-TRC505V  51mm B4mm
V-TRC60SV 60mm 94mm
V-TRC755V  76mm 110mm
V-TRC90SV 90mm 123mm
V-TRC1005V 102Zmm 140mm
V-TRC1255V 127mm 169mm
V-TRC150S8V 152mm 194mm

Full details can be found in the Vetus catalogue. Request your copy

Through Hull Exhaust Fittings with Flapper Valve

Rubber Exhaust Outlet

white finish.

A op B c D
mm Inch mm mm mm
51 2" 89 14 70
76 3 124 M0 76
102 4" 152 197 14
127 5" 191 230 143

E Black

mm GRP GRP
44 411002

64 411006

83 411008

87 411010

Constructed from compression moulded GRP and available in black or

White Replacement

411032 411012
411036 411016
411038 411018
411040 411020

o @

c lI.'.\'H_.H
I

Flap

Vetus Outlets - Type ‘TC’

Part

411302
411304
411306
411308

2]

Vetus

Number Model

TC90

TC100
TC125
TC150

A B
mm mm
90 110
102 15
127 140
152 150

Black exhaust outlet with check valve.

C
mm
173
178
231
24

D
mm
M
155
178
203

Vetus Outlets - Type ‘TRCPV’

Exhaust  Hole Size
Part No Hose Size Req'd (Dia)
V-TRC40PV 40mm 52mm
V-TRC45PV 45mm 52mm
V-TRC50PV 51mm 68mm
V-TRC60PV 60mm 68mm

Black plastic outlet with fitted flapper valve.

For full details on this and any of the products
shown, please refer to the Vetus Catalogue.

& —

Through Hull Connectors

Black rubber construction complete with stainless
steel trim ring. Suitable for a range of hose sizes
as shown.

Part No Description

411694 50, 60, 70mm id / 50+60mm od.
Use of a connector / support
sleeve is recommended.

Vetus Outlets - Type ‘TRCR’

Made of EDPM rubber with a stainless
steel polished mounting ring.

Part Exhaust Hole Size
Number Hose Size Req'd (Dia)
V-TRC40R  40mm 53mm
V-TRC45R 45mm 58mm
V-TRC50R 5Imm 63mm
V-TRC60R 60mm 73mm

V-TRC7590R 76 and 90mm  111mm

Quietlife Exhaust Guard Cover

Available in 4 models to suit up to 8" dia pipe. Made from tough rubber,
they act as an effective flap valve to help prevent water from entering the
exhaust outlet when stopping or moving slowly. Standard size shown will
clip directly to the outside pipe diameter shown.

By removing the marked section on the fixing ring, the flap will fit the cut
size shown. Includes stainless steel clip.

Part No Std Size Cut Size
409455 3’ (76mm) 2.5” (63mm)

409456 4” (100mm) 3.5” (89mm)
409457 6" (152mm) 5” (127mm) \ }
409458 8” (203mm) 7” (178mm)

Skinfittings

Bronze, Gunmetal or Stainless 316 through hull fittings make
excellent exhaust connectors. The threaded body means you can
fit to a ball valve where applications call for the exhaust to be
closed when the engine is not running. Please refer to pages 4-2.

Designed for use ABOVE the waterline, these useful through hull fittings are
available in cast plain bronze, chrome plate or stainless steel. They are
correctly electrically bonded to reduce the risk of galvinisation.

BSP HoselD Bronze ChromePl SS316
3/4” 19mm 403303 403403 -

3/4" 25mm - - 403584
1 25mm 403304 403404 -
1 30mm - - 403585
1-1/4" 30mm 403305 403405 -
1-1/4” 38mm - - 403586

1-1/2” 38mm 403306 403406 -
1-1/2" 45mm 403307 403407 403587
24 5lmm 403308 - -

We offer bronze and plastic outlets from the Vetus range. Please see the latest Vetus catalogue.

20 Years of i,
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Hose Clips & Clamps

JCS Stainless Hose Clips

Clamp Aids

To complement our range of Hi-Torque clips,
we are pleased to offer JCS Hi-Grip stainless
hose clips. Each clip is JCS LLoyds Approved
Kite Marked BS5315.

oo A g

ScArw sy

Easily slide over sharp clip ends of hose clamp bands, protecting you
and nearby objects from cuts and damage. Safe and stylish! Made
from flexible, strong high tech plastic, they can be cut with scissors for
shorter bands and even stretch to fit larger clamps.

Withstands temperatures up to 266°F.
413192 Pack 20

Hi-Torque Clips

{
Hi-Torque clips feature heavy gauge stainless
construction. The slotted band ensures extra

~

Super Clamps

( Heavy duty clamps with an adjustable bolt

pulling the band ends together. Corrosion
resistant ideal for wire reinforced hoses such as

Part No Fits Hose Part No Fits Hose safety and reliability when used on wire :
413100 95-12mm 413102 11-16mm feinforeed hoses, ©o= a0 P intake & exhaust. SEAFLOW
413104 13- 20mm 413106 14 - 22mm QAN - .7 PCArw—_ .
413108 17 - 25mm 413110 22 -30mm
413112 25-35mm 413114 30 - 40mm
413116 35-45mm 413118 35-50mm
413120 40 -55mm 413122  45- 60mm
413124 50-70mm 413126 60 - B0mm g
413128 70 - 90mm 413130 80 -100mm - »
413132 90-120mm 413134 110 - 140mm Size Dia (mm) Dia (Ins) Part No Stainless Plated Hose 0.D.
413136 130 -160mm 40 25-40 1" -1-5/8" 413501 Steel Steel (Nominal
G 50  30-50 11/4” - 2" 413503 PartNo Part No Dimensions)
Flexi-Shaft Clip Tightener 60 40-60  15/8"-2-3/8” 413505 413001 413601 17mm to 19mm
70 50-70 2" -2-1/4" 413507 413002 413602 19mm to 21mm
For use with the Hi-Grip range of hose clips. 80 60-80 2-3/8"-3-1/8" 413509 - 413603 20mm to 22mm
Features a flexible shaft & socket end designed 50  70-90 2-1/4" - 3-1/2” 41351 413004 413604 21mm to 23mm
especially to fit Hi-Grip clips. 100 80100  3-1/8"-4" 413513 413005 413605 23mm to 25mm
120 90-120 3-1/2" - 4-3/4" 413515 413007 413607 25mm to 27mm
140 10140  4-1/8"-5-1/2" 413517 413008 413608 27mm to 29mm
160 130-160 5-1/8”- 6-1/4" 413519 413009 413609 29mm to 31Tmm
180 150-180 5-7/8"-7" 413521 413010 413610 31mm to 34mm
200 170-200 6-1/4"-7-1/8" 413523 = 413611 32mm to 35mm
413599 Flexi Clip Tightener 220 190-220 7-1/2" - 8-5/8" 413525 413012 413612 34mmto 37mm
* = — 2 - 413613  36mm to 39mm
P Clips Hi-Torque Clip Tightener 413013 413614 37mm to 40mm
(R i i ; e ol For use with High Torque range of clips. Socket e e
ubber lined P Clips suitable for securing pipes i ENo TI i 3H' ; P - 413017 413617 44mm to 47mm
and electrical cables. Available in two types: ed desgnec espacially to fit Hi-torque clips. 413019 413619  47mm to 5Imm
- Mild Steel - bright zinc plated & passivated or 413021 413621  S1mm to 55mm
stainless steel - BS304 DIN-1-4301-18/8. 413023 413623 55mm to 59mm
- Standard Liner - TPE Black Rubber 651RHD. :‘ﬁm 413025 413625 59mm to 63mm
3 ocAry Uy - 413027 413627 63mm to 68mm
,ﬂ 413029 413629 68mm to 73mm
<y ; 413031 413631 74mm to 79mm
413598 High Torque Tightener 413033 ‘413633 7O toB5mM
413035 413635 85mm to 91mm
' Vetus Exhaust Alarms | 413037 413637 91mm to 97mm
A simple sensor installed in the exhaust line will 413039 413639 97mm to 104mm
detect a rise in the exhaust gas temperature, 413041 413641  104mm to 112mm
Closed Dia Zinc Plated Stainless Steel Pack Qty caused by a reduction or loss of cooling water. 413043 413643 112mm to 121mm
S5mm 413705 413755 10 The Vetus Exhaust Alarm provides an audible 413045 413645 121mm to 130mm
6mm 413706 413756 10 and visual warning of temperature increase. 413047 413647 130mm to 140mm
8mm 413708 413758 10 Order gauge and sensor separately. Two 413049 413649 140mm to 150mm
9mm 413709 413759 10 sensors may be connected to one alarm (twin 413051 413651 150mm to 162mm
10mm 413710 413760 10 engines) and two alarms may be connected to 413053 413653 162mm to 174mm
12mm 413712 413762 10 one sensor (dual station). 413055 413655 174mm to 187mm
1B3mm 413713 413763 10 413057 413657 187mm to 200mm
16mm 413716 413766 10 413059 413659 200mm to 213mm
19mm 413719 413769 5 413061 413661 213mm to 226mm
21mm 43721 41377 5 413063 413663 226mm to 239mm
22mm 413722 413772 5 413065 413665 239mm to 252mm
25mm 413725 413775 5 413067 - 253mm to 264mm
28mm 413728 413778 1
29mm 413729 413779 1
32mm 413732 413782 1
35mm 413735 413785 1 Superclamps should be selected carefully.
40mm 413740 413790 1 Their high clamping action will only work
44mm 413741 413N 1 Part No Description when matched to the outside diameter of
48mm 413743 413793 1 V-XHN2B Dash Alarm 12V the hose. If you require technical help,
52mm 413745 413795 1 V-XHI24B Dash Alarm 24V please do not hesitate to contact us:
56mm 413746 413796 1 413158  Sensor for exhaust hose (XHSH) Tel: 08451300 870
! 60mm 413747 413797 1 J 413159  Sensor for muffler MF/LSG (XHSM) X Email: sales@asap-supplies.com

The clips and clamps shown can be used with hoses shown in Section 3 (Fuel) and Section 5 (Domestics).

L
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Quietlife Dry Exhaust Components

Dry Exhaust Silencers

fTVpe 112 - Medium Duty Absorptive Silencer
These silencers are constructed on the sound
absorption principle. The gases pass through a
central duct surrounded by absorption
material and the minimum resistance is
offered to the gas flow. Material: Steel with
all welded seams. Larger sizes
available to special order.

More Noise Absorption

»BUER
o ‘s,
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Octave Band Cenire Frequencies — Hz

Type 114 - ‘Residential’ Type Silencers for

These silencers incorporate an expansion and
multiple pass section to attenuate the higher
frequency sounds. Therefore, these silencers
deal effectively with a wide frequency band of
noise. Material: Steel with all welded seams.
._JéLarger sizes available to special order.

e s s w0 w000 2000 a0 mes
Octave Band Centre Frequencies — Hx

IMPORTANT: ALWAYS CHECK APPLICATION FOR BACK PRESSURE REQUIREMENTS. DRY EXHAUST SYSTEMS CAN ACHIEVE HIGH SURFACE TEMPERATURES. ALWAYS
ENSURE THERE IS ADEQUATE VENTILATION FOR HEAT DISSIPATION. WE RECOMMEND THAT HOT PIPES ARE LAGGED. ABOVE ARE GENERAL USE SILENCERS - PLEASE
\_ENQUIRE FOR SPECIALIST APPLICATIONS. Larger sizes may be available. Weld on mating flanges and gaskets are available to Special Order.

Type 116 - High Attenuator Exhaust Silencers
for Excellent Noise Absorption (Offset Ports)
These silencers incorporate a multiple pass
section to smooth the gas flow and a sound
absorption section to attenuate the higher
frequency sounds. They are suitable where a
greater sound attentuation is required and
space is avaiable. Note: Offset ports.
Material: Steel with all welded seams.

Inlet

Nominal Bore Body Dims BSPm Flange Nominal Bore  BodyDims BSPm Flange Nominal Bore Body Dims BSPm Flange
(A) (B) mm (C) mm Ends  Ends (A) (B) mm (C)mm Ends Ends (A) (B) mm (C)mm Ends Ends
25mm (1) 89 381 417005 Spord  38mm (1-1/2") 121 470 417107 Spord 38mm (1-1/27) 121 559 417207 Sp ord
32mm (1-1/4") 89 381 417006 Sp ord 50mm (2"”) 140 635 417108 Spord 50mm (2”) 133 762 417208 Sp ord
38mm (1-1/2") 121 610 417007 Spord  64mm (2-1/2") 178 749 417109 Spord  64mm (2-1/2") 178 889 417209 Sp ord
50mm (2") 133 762 417008 Spord  76mm (3") 203 876 41710 417160 76mm (3”) 203 1000 417210 417260
64mm (2-1/2") 152 762 417009 Spord  89mm (3-1/2") 254 914 - 417161 89mm (3-1/2") 254 1000 - 417261
76mm (3") 178 762 417010 417060 100mm (4”) 279 1054 - 417162  100mm (4”) 279 1219 - 417262
89mm (3-1/2") 178 914 - 417061 125mm (5”) 356 1054 - 417164  125mm (5”) 356 1219 - 417264
100mm (4") 229 914 - 417062 150mm (6”) 406 1219 - 417166  150mm (6”) 406 1524 - 417266
125mm (5") 305 914 - 417064 200mm (8") 508 1676 - 417168 203mm (8") 508 1676 - 417268
150mm (6”) 356 1219: - 417066
200mm (8") 406 1524 - 417068

Tupical olse Gragh for 112 Tupical Wolss Attenuation Gragh for 114 Tupleal Noiss Antenustion Gragh for 115

“ L] -

k] " »
Attenuation in ** Ananuation in Atenuation in **
Ot o Dctwennd porninct ot

Y6y s 20 S0 000 2 4000 B000

Detave Band Centre Frequencles — Hx

QUIELLIEE

Exhaust Bellows

Flexible Dry Exhaust Piping

Designed to fit between the engine and the dry exhaust system to take up i
vibration of the engine. Comprises of stainless steel bellows with steel
end cuffs suitable for welding. Pressurising 0.8kgf/cm2.

Length dimensions shown may vary subject to availability.

(A) Bellows Pipe
Part No ID(mm) OD(mm) Length(mm) ( !m
413903 27 335 160
413905 37 42 205
413907 43 48 208
413909 54 60 246
4139M 70 76 246
413913 81 88 246
413915 89 tha 245
413917 106.5 n4.5 246
413921 132 140 250
413925 157 168 249
413933 203 tha 305
_413941 254 tha 360

Lar;erf/ Exhaust Lagging - Quietlife Standard Glass

sizes to

R 2 # Part No Size
— order — UTETLIF r o
/o,.r/ j(\l QUELLLE 1 [ o 801 W 40mm wide x T 3mm

Glass webbing, asbestos free Iigging,.5:#413305 W 50mm x T 3mm

tape. Forinsulating dry exhaust 413807 W 75mmx T3mm
pipes, exhaust manifolds & hot water ~ 413803 25mm dia rope
pipes. Rope sold per mtr. Rated up 413810 1m?sheet 1.7mm thick

4-23

to 550°C. W=Width, T=Thickness with O foil facing

Flexible exhaust piping for dry exhausts. Sold in 2 metre lengths. Designed
to run inline as a flexible section in between engine and rigid pipe. If bent
to an extreme angle, this product may not be gas tight. Larger sizes are
available on request.

QUIETLIEE

ID mm ID Ins Mild Steel Stainless

ID mm ID Ins Mild Steel Stainless

25 1 417701 - 50 2 417709 -

28 1-1/8 417702 - 57 2-1/4 41T 417761
32 1-1/4 417703 417753 60 2-3/8 417712 417762
35 1-3/8 417704 417754 63 2-1/2 417713 417763
38 1-1/2 417705 417755 70 2-3/4 - 417765
44 1-3/4 #17707 - 76 3 - 417767

Exhaust Lagging - Quietlife ExoWrap

One step quick and easy insulation system for high temperature surfaces.
Made from biosoluble vitreous silicate fibre (non-carcinogenic and
non-irritant), with aluminium foil facing. Sold either as a roll or blanket.

W=Width, T=Thickness, L=Length. \y

Much more technical info on request. 4

SHEWET
413882
413884
413886
413888

413889

Roll-3mm T, 50mm W, Z.7mtr L~/ & -
Roll - 12mm T, 100mm W, 3.3mtr L LS
Blanket - 25mm T, 300mm W, 7.7mtr L
Blanket - 25mm T, 600mm W, 7.7mtr L
Silhesive Tape 100mm W, 15mtr L

~

TSI

Dry exhaust pyrometers available for certain applications - please contact our Sales department for more info

20 Years of
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