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Vetus Hydraulic Steering

Vetus ‘Smaller’ Hydraulic Steering

Which System?
Our policy is to quote for steering based on the torque loading of your rudder(s), rather than by estimating the system based on the size of your
boat. For this reason, every system is tailored to your individual specifications. Please ask our Sales Team for a quote to suit your vessel.

Capacity 19.7cm¥rev Capacity 30.0cm?rev Capacity 42.0cm¥rev
5 piston pump 5 piston pump 7 piston pump

Max wheel dia 40cm Max wheel dia 45cm Max wheel dia 50cm

Part numbers ending in 08 are for] Part numbers ending in 08 are for For 10mm pipes *

8mm pipes, those ending in 10 8mm pipes, those ending in 10
are for 10mm pipes * are for 10mm pipes *
L - Refer to table below M - Refer to table below N - Refer to table below

Helm Pumps
Vetus ‘White’ and ‘Black’

helm pumps available in 2 options:

Basic pump has NO lock valves.
Pumps with part numbers ending

with ‘R” have lock valves fitted.

1/4” female ports. Vetus 3/4”

taper wheel shaft.

V-HTP2008 White - no valves] V-HTP3008 White -novalves| V-HTP4210 White - no valves
V-HTP2008B Black - no valves V-HTP3008B Black - no valves V-HTP4210B  Black - no valves
V-HTP2008R  White with NRV V-HTP3008R White with NRV V-HTP4210R  White with NRV
V-HTP2008RB Black with NRV V-HTP3008RB Black with NRV V-HTP4210RB Black with NRV
V-HTP2010 White - no valves|] V-HTP3010 White - no valves
V-HTP2010B  Black - no valves V-HTP3010B Black - no valves
V-HTP2010R White with NRV V-HTP3010R White with NRV
V-HTP2010RB Black with NRV V-HTP3010RB Black with NRV

Ram Information** Wheel Turns / Pipe Size
V-MTC3008

Torque: 30Kgm (216ft/Ibs)

Capacity: 67cm? (4.1cu/in) =34

Stroke: 150mm Fittings for 8mm tube
V-MTC5210

Torque: 52Kgm (376ft/lbs)

Capacity: 104cm? (6.3cu/in) L=53 M=35

Stroke: 160mm Fittings for 10mm tube \ /
V-MTC7210 Vetus 0BC /
Torque: 72Kgm (521ft/lbs)  L=74 M=4.9 - Outboard .~
Capacity: 146cm? (8.9cu/in) N=3.5 S Steening Kits e
S . available
Stroke: 225mm Fittings for 10mm tube L ‘\
V-MTC12510 ZYNN
Torque: 125Kgm (904ft/Ilbs) M=8.5 N=6.1
Capacity: 253cm? (15.5cu.in) Optional Mounting Flanges
Stroke: 160mm Fittings for 10mm tube V-HTPF  Flange adapter 38mm S/S HTP Pump
V-MTC17510 V-HTPF2 Flange adapter 78mm S/S HTP Pump

Torque: 175Kgm (1266ft/lbs) N =8.5
il 3 5 AT
CapaCIty' 356cm (21.7cu/|n) FIﬂ.‘IngS for 10mm tube * Fittings and pipe sizes are dependant on the distance between the helm pump and ram

Stroke: 225mm ** Balanced rams - s/s piston and rod with bronze case. V-MTC30 has plastic trunion.)
\_ ik

Vetus ‘Larger’ Hydraulic Steering

—
Helm Pumps V-MTP0O89 V-MTP151 V-MTP191
Vetus ‘Green’ helm pumps. L M N
Heavy construction. 89cm7rev (5.4cu/in) 151cm¥/rev (9.16cu/in) 191cm¥rev (11.6cu/in)
Standard 1” taper. Rams supplied 7 piston pump 7 piston pump 7 piston pump
with short flexible pipes. 1/2” female ports * 1/2” female ports * 1/2” female ports *
Minimum wheel dia 65cm Minimum wheel dia 110cm Minimum wheel dia 135cm

Ram Information Torque / Stroke / Turns

V-MT0230 Torque: 225Kgm (1627ft/lbs) Stroke: 200mm [ !j@””l

Wheel Turns: L=5.6 M=3.3 N=2.6

V-MT0345 Torque: 340Kgm (2458ft/Ibs) Stroke: 300mm
Wheel Turns: L=8.4 M=5.0 N=3.9
V-MT0455 Torque: 450Kgm (3250ft/Ibs) Stroke: 400mm
Wheel Turns: L=1.2 M=6.6 N=5.2 p——- B
¥ e Y
V-MT0600 Torque: 600Kgm (4340ft/Ibs) Stroke: 200mm -’ — q
Wheel Turns: L=14.8 M=8.8 N=6.9 /
V-MT0900 Torque: 900Kgm (6510ft/Ibs) Stroke: 300mm 5
Wheel Turns: L=22.2 M=13.1 N=10.4
V-MT1200 Torque: 1200Kgm (8679ft/Ibs) Stroke: 400mm
Wheel Turns: L=29.6 M=175 N=13.8 * Fittings and pipe sizes are dependant on the distance between the helm pump and ram

The tables on this page allow quick reference to the basic Vetus steering components. For the full range of fitting accessories, installation components and technical specifications, please refer
to the latest copy of the Vetus product Catalogue and Price List. If you do not have a copy, please call us - we would be pleased to send you one.
NOTE: New Vetus Helm Pumps have a 3/4” taper shaft. Prior to 2002, most of the ‘smaller’ helm pumps supplied had a 1” taper shaft.

Don’t risk the wrong system - we spec each one for you - for FREE! Call our friendly Team on 0845 1300 870.

ASAP.

- 6-2






	6-1 L.pdf
	6-2 R.pdf

